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产品代码 Part No.

A160-T-005-0120

A160-T-005-0100-G1

A160-T-010-0500

G1 = ( 胶粘剂可承受温度至 +70 °C

adhesive version up to +70 °C)

... 带条新宽度  ...    

交货期 Available

常备库存 from stock
www.igus.com.cn/tribotape

www.igus.eu/tribotape

iglidur® A160 增加新的宽度规格
除了增加120mm的标准宽度，新增加500mm的宽度

进一步增强了设计灵活性而不需要多块拼接

 自润滑，免维护

 低摩擦系数

 耐磨

 不同宽度选择，及可选是否附带粘结背胶：

 100 & 500mm（120 & 500mm）

 厚度：0.5mm（100&120宽度）

 或1.0mm（500mm宽度）

典型应用场合：

机械工程，材料处理，夹具制作，装配技术 ...

500 mm

New widths for iglidur® A160 
In addition to the standard width of 120 mm, the new 

width 500 mm offers still more design fl exibility with-

out elaborate butt joints.

 Lubricant and maintenance free

 Low coeffi cients of friction

 Wear-resistant

  Available fi lm width with or without self-adhesive 

back: 100 & 500 mm (120 & 500 mm)

  Thickness: 0.5 mm (100 & 120 mm width) 

or 1.0 mm (500 mm width)

Typical application areas:

Mechanical engineering, material handling, jig mak-

ing, assembly technology, ...
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.. 自由应用 ...

交货期 Available

按要求 on request
www.igus.com.cn/tribotape

www.igus.eu/tribotape

Tribo-Tape 灵活的设计
灵活的设计与摩擦胶带无论是作为一个专门定制由

这表产品或自由设计预制件：我们生产的产品需要

从我们的 iglidur® 摩擦带所需的宽度。

 可根据要求剪裁长度与宽度

 可根据您CAD文件定制

 可定制

 高性价比

典型应用场合：

机械工程，材料处理，夹具制造，组装技术...

Design fl exibly with Tribo-Tape
Whether as a specially tailored by-the-metre product 

or freely designed prefabricated parts: We produce 

your required product in the required width from our 

iglidur® Tribo-Tape.

 Cutting to other widths and desired lengths

 Drawing parts according to your dxf fi le

 Customised

 Cost effective 

Typical application areas:

Mechanical engineering, material handling, jig 

making, assembly technology, ...
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... 新材料带条 ...    
iglidur® 摩擦带应用于受力较大工况 - 黑
色
当 iglidur® 耐磨带条是设计中可见部分时，新黑

色耐磨带条提供更多设计选择。此外，相对于

iglidur®A160 的耐磨性得到了又一次的提高。

  自润滑润滑，免维护

  易于切割和胶粘

  可选带背胶

  低摩擦系数

  耐磨

  可用薄膜宽度有/无粘性：100/120mm

  厚度：0.5mm（无粘性）

典型应用场合：

材料搬运，储存装置，机械工程

iglidur® Tribo-Tape material for stressed 
areas – in black
Especially where the iglidur® Tribo-Tape is a visible 

part, the new black option now offers even more 

design freedom. In addition, the wear resistance 

has been improved once again compared to iglidur® 

A160.

  Lubricant and maintenance free

  Easy to cut and glue

  Optional with adhesive back

  Low coeffi cients of friction

 Wear resistant

  Available fi lm width with / without self-adhesive 

back: 100 / 120 mm

  Thickness: 0.5 mm (without adhesive back)

Typical application areas:

Materials handing, store fi xtures, mechanical engi-

neering
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材料数据 Material data 产品代码结构 Order key

产品代码 Part No.

B160-T-005-0120

B160-T-005-0100-G1

类型 Type 选项
尺寸 
Dimensions

厚
度
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ss

宽
度

 W
id

th

... iglidur® B160 ...

G1 = ( 胶粘剂可承受温度至 +70 °C

adhesive version up to +70 °C)

一般性能 
General properties
密度 Density 1,00 g/cm3

颜色 Colour  黑色 black

电气性能 
Electrical properties

体积电阻率
Specifi c volume resistance

> 1012 Ωcm

表面电阻 
Surface resistance

> 1012 Ω

热性能 
Thermical properties

长期使用温度 Max. long term application 
temperature 

+70 °C

最低使用温度 
Minimum application temperature

-50 °C

交货期 Available

常备库存 from stock
www.igus.com.cn/tribotape

www.igus.eu/tribotape
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... 高耐磨 ...       

摩擦带条直线导轨的示范性设计 
iglidur® V400 Exemplary de-
sign of a linear guide with igli-
dur® V400 Tribo-Tape

Highly wear-resistant Tribo-Tape made 
of iglidur® V400
The new highly wear-resistant iglidur® Tribo-Tape 

made of the material iglidur® V400 withstands the up-

per long-term application temperatures of +200 °C 

and is extremely resistant to media. With a fi lm thick-

ness of 0.5 mm the Tribo-Tape is easy to install, for 

example, by gluing. For a versatile lining of tribologi-

cally stressed surfaces and forms, for the optimisation 

of transport tasks and for machine beds, ... 

 Material: iglidur® V400 

 Extreme wear resistance 

 Highly resistant to media 

 Up to +200 °C long term 

 Can be glued

高耐磨性能 iglidur® V400
新的高耐磨 iglidur®V400 摩擦带条长期允许工作温度

高达+200℃，并且拥有极高的介质抗性。0.5mm 的

带条厚度极其容易安装，例如，通过胶合使表面增加

一层多功能的耐磨面料，可应用在运输行业或机床设

备上 ... 

 材质：iglidur®V400

 极高耐磨性

 极高介质抗性

 长期工作耐温范围高达200℃

 可以粘贴

 可选择薄膜宽度有/无自粘：120mm

 厚度：0.5mm（无粘性）选择

典型应用场合：

机床，木工机器，机械，物料搬运，夹具制造，组

装技术 ...

  Available fi lm width with/without self-adhesive 

back: 120 mm

 Thickness: 0.5 mm (without adhesive back)

Typical application areas:

Machine tools, wood machines, machinery, material 

handling, jig making, assembly technology, ...
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iglidur® V400

PTFE与青铜成分所制成的
复合带条

应用广泛 ...

产品代码 Part No.

V400-T-005-0120

V400-T-005-0100-G2

G2 = ( 胶粘剂可承受温度至 +200 °C

adhesive version up to +200 °C)

一般性能 
General properties
密度 Density 1,51 g/cm3

颜色 Colour  白色 white

电气性能 
Electrical properties

体积电阻率
Specifi c volume resistance

> 1012 Ωcm

表面电阻 
Surface resistance

> 1012 Ω

机械性能 
Mechanical properties

最大表面压力 
Recom. surface pressure

45 MPa

邵氏硬度 D Shore D-hardness 74

热性能 
Thermical properties

长期使用温度 Max. long term application 
temperature 

+200 °C

最低使用温度 
Minimum application temperature

-50 °C

V400 - T - 005 - 0120 - G2
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产品代码结构 Order key

类型 Type 选项
尺寸 
Dimensions
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交货期 Available

常备库存 from stock
www.igus.com.cn/tribotape

www.igus.eu/tribotape
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不锈钢针（1.4305）的线性磨损对比
Linear wear vs. stainless steel-pin (1.4305) 
F= 35 N, v= 0,5 m/min

材料数据 Material data

Glide strip made of PTFE 
bronze compound


